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INSTRUCTIONS

1. REMOVE AND/OR INSERT INDICATED SECTIONS INTO DOCUMENT AS SHOWN BELOW.

2. UPDATE THE REVISION RECORD AT THE FRONT OF THE DOCUMENT.

3. SIGN AND DATE THIS FORM AND RETURN IT TO UNCLASSIFIED DOCUMENT CONTROL.

REMOVE INSERT
TEXT IDENTIFICATION
PAGES REV DATE PAGES REV DATE

Table of Contents (front of manual) 1-11 1/15/93 1 5/1/95
Chapter 11, Below-the-Hook Devices 1-16 1/15/93 1-16 5/1/95
'go\ﬂ/igﬁVE ANY QUESTIONS ABOUT THIS RELEASE | | have completed the above instructions and updated the

Revision Record at the front of the document.

UDC Initids Date

APPROVED FOR DISTRIBUTION:

Signature Date

SUMMARY OF CHANGES
Thisisthe first change issued to DOE-RL-92-36. In addition to changes listed below, format changes include: printer
font, header, and the line numbering method.

PLEASE SIGN, DATE, AND RETURN WITHIN 7 DAYS OF RECEIPT

Chapter Page Par. Change
TOC 1 Revised Table of Contents (TOC) for entire document. It now lists only Chapter
titles. A more detailed TOC remains at the first page of each Chapter.
11 1 TOC Revised Chapter 11 TOC. It incorporates new par. 11.9. Sde barsidentify
revisions.
11 2 111 Lines 20 and 21 now have par . references for vacuum and magnetic devices.
11 5 11.6.3(2) Revised. Operator may leave attached load but only if precautions are
implemented.
11 6 11.7.1 Line 12 has par. references added.
11 8-9 11.9 Reorganized and revised in its entirety. Most important changeis at par.
11.9.1(5): Provisionsfor Manufacturer's Certification in Lieu of Rated Load
Test.
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